20030603.ba v03_n499.bam.20030603

>From ???@??? Tue Jun  3 12:20:30 2003 -0500
Message-Id: <200306031720.h53HKPAF020577@sco.theporch.com>
Date: Tue,  3 Jun 2003 12:20:02 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3499

			    BOATANCHORS Digest 3499

Topics covered in this issue include:

  1) Re: 5881 as a substitute for 6V6GT???
	by "Arden Allen" <gumbear@pacbell.net>
  2) 6V6s & hogwash
	by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
  3) RE: 6V6s & hogwash
	by "Bill Hawkins" <bill@iaxs.net>
  4) RE: 6V6 memories
	by "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
  5) Fwd: RE: 6V6s & hogwash
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
  6) WTB: AN-29B and/or AN-30B
	by John Poulton <jp@cs.unc.edu>
  7) Grounded grid 813 pair query
	by Richard Post <postr@ohiou.edu>
  8) Re: 6V6s & hogwash
	by "Arden Allen" <gumbear@pacbell.net>
  9) Re: Grounded grid 813 pair query
	by "Arden Allen" <gumbear@pacbell.net>
 10) Re: Grounded grid 813 pair query
	by WA5CAB@cs.com
 11) Using microwave oven transformers
	by rtg@ee.duke.edu (Rhett T. George)
 12) An Audiophile and His Money...
	by k4pf@juno.com
 13) Re: An Audiophile and His Money...
	by hankkarn <hankarn@pacbell.net>
 14) RE: An Audiophile and His Money...
	by "WF2U" <wf2u@starband.net>
 15) FS C-434/GRC
	by "Ed White" <wa3bzt@wserv.com>
 16) TM for AN/URC-35A
	by WA5CAB@cs.com
 17) Re: An Audiophile and His Money...
	by "Ed Zeranski" <ezeran@concentric.net>
 18) Re: 6V6s & hogwash
	by "Ed Zeranski" <ezeran@concentric.net>
 19) Tr: An Audiophile and His Money...
	by =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca>
 20) Re: An Audiophile and His Money...
	by "Ed Zeranski" <ezeran@concentric.net>
 21) SX-88 Bezel
	by "Gary Harmon" <gharmon@idworld.net>
 22) Re: 6V6s & hogwash
	by chuck grandgent <chuck@k1om.com>
 23) WANTED: Manual Copies
	by "Merz Donald S" <merz.ds@mellon.com>
 24) Bliley CF1 Crystal Fiter unit
	by Roy Morgan <roy.morgan@nist.gov>
 25) Re: Bliley CF1 Crystal Fiter unit
	by Al Klase <skywaves@bw.webex.net>
 26) FS: OS-11/FCG-5 Monitor Scope
	by "Merz Donald S" <merz.ds@mellon.com>

----------------------------------------------------------------------
Message-ID: <002401c32929$a67c2e60$49e57443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <boatanchors@theporch.com>, <broehrig@aurora.edu>, <tongaloa@altel.com>
Subject: Re: 5881 as a substitute for 6V6GT???
Date: Mon, 2 Jun 2003 10:08:49 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

>   - warmth
>   - soundstage
>   - presence
>   - audition
>   - musical aspect

That ain't a 10th of it.  I didn't know there so many synonyms for
'hogwash'.

Arden Allen
KB6NAX
Vallejo, CA 94590
gumbear@pacbell.net

------------------------------
Date: Mon, 2 Jun 2003 14:44:15 -0400 (EDT)
From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200306021844.OAA05735@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Subject: 6V6s & hogwash


Arden that audio fleecing has been going on a long time

Witness Vacuum Tube Valley vol. 10 on 6V6 listening tests.  

1997?

Like I say about "psycho acoustic exploitation," I sometimes wish I had such
a "side-show bob" (Simpson's) personality

------------------------------
From: "Bill Hawkins" <bill@iaxs.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: 6V6s & hogwash
Date: Mon, 2 Jun 2003 15:16:39 -0500
Message-ID: <004601c32943$e04b8860$290aa8c0@darius>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

In the 50's when everyone had tubes or nuttin', the major
hogwash was about "phase distortion". People who didn't
know the wavelength of sound in air could be flim-flammed
into paying money for things that cured phase distortion.

Anybody else remember an example from the era when the 6V6
was king of medium power systems?

Regards,
Bill Hawkins

P.S. Check out SLOPS - Severe Lack Of Perspective Syndrome

------------------------------
Date: Mon, 2 Jun 2003 16:23:50 -0400 (EDT)
From: "Marty's Refl. Drop" <polepeeg@aa4rm.ba-watch.org>
Message-Id: <200306022023.QAA11807@aa4rm.ba-watch.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: 6V6 memories

I brought a Jensen "4A Reproducer" back from the Dayton gloom.  It's a
bass reflex cabinet w. neat, huge 'incredible hulk' feet.  See it
in '41 Allied OR '52 Radio Masters (under different #)

Gonna revive a Bell 2122(?) 6V6 amp to run the GE 1201(?) spkr. in above box.

Signal will be from another Bell.  A tuner, model not known.

Bet the Tivoli (Kloss - rip) pint-size radio on ofc. will beat it good

But the tubish "sounds from the crypt" has a certain geezer appeal.

------------------------------
Message-Id: <5.1.0.14.0.20030602152131.021619b0@vuse.vanderbilt.edu>
Date: Mon, 02 Jun 2003 15:25:51 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: Fwd: RE: 6V6s & hogwash
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed


>In the 50's when everyone had tubes or nuttin', the major
>hogwash was about "phase distortion". People who didn't
>know the wavelength of sound in air could be flim-flammed
>into paying money for things that cured phase distortion.
>
>Anybody else remember an example from the era when the 6V6
>was king of medium power systems?
>
>Regards,
>Bill Hawkins
In defense of the hype of that era, most of it had some legitimate basis in 
physics or theories of construction (e.g., the "variably tuned slot" of the 
Karlson enclosure, the low impedance output of the Futterman amp, and bless 
Emory Cook's heart) that had not yet been well tested.  These days the hype 
makes Voodoo look credible.  Folks believe things on the basis of fervidly 
wanting them to be true.  I guess what we've learned is that marketing is 
everything....

A. B. Bonds

------------------------------
Date: Mon, 2 Jun 2003 16:51:47 -0400 (EDT)
From: John Poulton <jp@cs.unc.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTB: AN-29B and/or AN-30B
Message-ID: <Pine.GSO.4.10.10306021650000.17042-100000@capefear.cs.unc.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Anyone out there have an AN-29B or and AN-30B, the antennas
for the BC-222 and BC-322, surplus to your needs?  I'm looking
for one of each for a friend.

73, John KF4OZY

------------------------------
Mime-Version: 1.0
Message-Id: <p05200f02bb015d320a0f@[132.235.45.16]>
Date: Mon, 2 Jun 2003 17:23:59 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Richard Post <postr@ohiou.edu>
Subject: Grounded grid 813 pair query
Content-Type: text/plain; charset="us-ascii" ; format="flowed"

Many thanks for info and advice on DX-100 loading caps.  Am glad to 
see the bargain transmitter alive with all good iron.  Lighted dummy 
load pic at

<http://oak.cats.ohiou.edu/~postr/bapix/DX100.htm>


New questions;

Have acquired a rack-mount homebrew amp with a parallel pair of 
grounded grid 813 tubes.  Fairly conventional and reasonably well 
made on the plate side. Pair of doorknob caps at 500 pf and 20KV for 
plate bypass and for RF output, the usual stacked choke for B+, etc. 
Has a 500 MA plate meter, RG-8 for hi-volt leads. Filament 
transformer the only power on-board.  Has the usual solenoid stick 
filament choke.  Input is not tuned, just a 0.001 cap fed to the 
filament.

Anyone recognize this circuit from a magazine article?  The ARRL 
Handbook of late 50s and early 60s has a similar amp with twin 813's 
but is not the same.

The input using just a cap is similar to the single tube grounded 
grid kilowatt amp in the same era Handbooks.  Only problem I can see 
in construction is that the 75 ohm parasitic suppressor resistors 
look to be 10 watt wirewound under the usual 5 or 6 turns of heavy 
wire.  I am assuming that could be a problem.

I also assume this thing is looking for 2000 to 2500 volts (per tube 
manual specs) and an exciter input that is 10% of output.

For power supply, anyone ever use one or a twin pair of microwave 
oven transformers for an amp?  Those transformers have one side of 
the secondary connected to frame.  Half-wave suupply possibly?  The 
grounded side looks to be fairly easy to lift, or an identical pair 
could be wired so that the center tap stays grounded for full wave. 
Any stories from those who have tried it?

As noted earlier, I am a relative novice with transmitters and RF 
amps.  My homebrew projects as a kid were primarily audio (Yep, 
push-pull 6V6GT).

73,
Rich KB8TAD

------------------------------
Message-ID: <000b01c3294e$9427cc90$b8e57443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 6V6s & hogwash
Date: Mon, 2 Jun 2003 14:33:11 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> Anybody else remember an example from the era when the 6V6
> was king of medium power systems?

I built a phono amplifier back then, single ended 6V6.  Little did I know
what the future would bring.  To think what my youth could have been like if
I had discerned the sonic differences between metal and glass 6V6's (not the
speak of getters, gettering, and black, grey or puse plates).  Good thing
for the draft back then.....

Arden Allen
KB6NAX
Vallejo, CA 94590
gumbear@pacbell.net

------------------------------
Message-ID: <001901c3294f$6b59fa80$b8e57443@KB6NAX>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Grounded grid 813 pair query
Date: Mon, 2 Jun 2003 14:39:12 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

> ..........Only problem I can see
> in construction is that the 75 ohm parasitic suppressor resistors
> look to be 10 watt wirewound under the usual 5 or 6 turns of heavy
> wire.  I am assuming that could be a problem.

Not really.  The self resonant frequency (SRF) of those chokes was pretty
high and the resistance of the 'inductor' made its Q pretty miserable.
Better than charred carbon resistors.

Arden Allen
KB6NAX
Vallejo, CA 94590
gumbear@pacbell.net


------------------------------
From: WA5CAB@cs.com
Message-ID: <12d.2adf681a.2c0d20f1@cs.com>
Date: Mon, 2 Jun 2003 17:51:45 EDT
Subject: Re: Grounded grid 813 pair query
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_12d.2adf681a.2c0d20f1_boundary"


--part1_12d.2adf681a.2c0d20f1_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Rich,

I don't think I'd risk ungrounding the currently grounded end of the 
secondary.  It would have made the transformer more expensive to have that end have 
the same voltage rating to ground as the high end, so you can pretty much bet 
that it does not.  Nothing that I can see conceptually wrong with the idea of 
using two transformers to drive a full wave rectifier.  But I've not done it.

In a message dated 6/2/2003 4:32:18 PM Central Daylight Time, postr@ohiou.edu 
writes: 
For power supply, anyone ever use one or a twin pair of microwave 
oven transformers for an amp?  Those transformers have one side of 
the secondary connected to frame.  Half-wave suupply possibly?  The 
grounded side looks to be fairly easy to lift, or an identical pair 
could be wired so that the center tap stays grounded for full wave. 
Any stories from those who have tried it?


Robert Downs
Houston
<wa5cab@cs.com>

--part1_12d.2adf681a.2c0d20f1_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_12d.2adf681a.2c0d20f1_boundary--

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Using microwave oven transformers
Message-Id: <20030602215329.A7A6E50B86@atlantic.ee.duke.edu>
Date: Mon,  2 Jun 2003 17:53:29 -0400 (EDT)
From: rtg@ee.duke.edu (Rhett T. George)

 - Greetings -

These transformers seem to outlast the rest of the oven pretty well.
If voltage needs to be dropped a bit, the primary can be run on less
than 120 volts by using a filament transformer to buck the house sup-
ply.  For instance, a 12 V transformer can kick the 120 down to 108
if phased to subtract.

You need toknow more about the microwave transformer before trying
the boost side of this arrangement.  Do not push the transformer into
iron saturation with too much voltage.

The transformers I have seen have a magnetic shunt to limit current,
likely as the magnetron warms up.  The shunt is visible between the
primary and secondary windings.  It will foul up in a big way an ap-
plication needing a constant voltage with varying current.  I suggest 
beating the shunt (steel laminations) out of the transformers to im-
prove voltage regulation.

Please let us know how you fare with this amp.

73					Rhett - KE4HIH

------------------------------
Date: Tue, 3 Jun 2003 01:24:03 GMT
To: Old Tube Radios <boatanchors@theporch.com>
Subject: An Audiophile and His Money...
Content-Type: text/plain
From: k4pf@juno.com
Message-Id: <20030602.182552.13208.129972@webmail10.lax.untd.com>


Check out the price on this item

http://www.partsexpress.com/pe/pshowdetl.cfm?&DID=7&Partnumber=110-439

------------------------------
Date: Mon, 02 Jun 2003 18:37:26 -0700
From: hankkarn <hankarn@pacbell.net>
Subject: Re: An Audiophile and His Money...
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: <3EDBFBD6.6000002@pacbell.net>
MIME-version: 1.0
Content-type: text/plain; format=flowed; charset=us-ascii
Content-transfer-encoding: 7bit

Talk about hogwash, it is total BS from the get go.
Hank
KN6DI

------------------------------
From: "WF2U" <wf2u@starband.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: An Audiophile and His Money...
Date: Mon, 2 Jun 2003 21:49:54 -0400
Message-ID: <NABBLNEJDDKECLKHCAAPAEGCJBAA.wf2u@starband.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Holy s**t!!!!

Remember Barnum....

73, Meir WF2U
Landrum, SC

-----Original Message-----
From: owner-boatanchors@theporch.com
[mailto:owner-boatanchors@theporch.com]On Behalf Of k4pf@juno.com
Sent: Monday, June 02, 2003 9:24 PM
To: Old Tube Radios
Subject: An Audiophile and His Money...


Check out the price on this item

http://www.partsexpress.com/pe/pshowdetl.cfm?&DID=7&Partnumber=110-439

------------------------------
Message-ID: <007401c32979$9019fdf0$12116343@EWHITE>
From: "Ed White" <wa3bzt@wserv.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS C-434/GRC
Date: Mon, 2 Jun 2003 22:40:56 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hi Gang:
Here is another gem for the land line people the unit looks to be complete
except for two knobs removed by the military. How does $10.00 + shipping
sound
Ed
WA3BZT

------------------------------
From: WA5CAB@cs.com
Message-ID: <3d.3070affb.2c0d6af0@cs.com>
Date: Mon, 2 Jun 2003 23:07:28 EDT
Subject: TM for AN/URC-35A
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: multipart/alternative; boundary="part1_3d.3070affb.2c0d6af0_boundary"


--part1_3d.3070affb.2c0d6af0_boundary
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

Al Royce, please contact me.

Robert Downs
Houston
<wa5cab@cs.com>

--part1_3d.3070affb.2c0d6af0_boundary
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *
*         ---REMAINDER OF MESSAGE TRUNCATED---            *
*     This post contains a forbidden message format       *
*  (such as an attached file, a v-card, HTML formatting)  *
*    Mail Lists at theporch.com only accept PLAIN TEXT    *
* If your postings display this message your mail program *
* is not set to send PLAIN TEXT ONLY and needs adjusting  *
* * * * * * * * * * * * * * * * * * * * * * * * * * * * * *

--part1_3d.3070affb.2c0d6af0_boundary--

------------------------------
Message-ID: <003f01c32981$b96ca150$7789dd40@ejzlt>
From: "Ed Zeranski" <ezeran@concentric.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: An Audiophile and His Money...
Date: Mon, 2 Jun 2003 20:39:21 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


----- Original Message ----- 
From: "WF2U" <wf2u@starband.net>
To: "Old Tube Radios" <boatanchors@theporch.com>
Sent: Monday, June 02, 2003 6:49 PM
Subject: RE: An Audiophile and His Money...


> Holy s**t!!!!
>
> Remember Barnum....
The emperor's new head phones???? `8^0.
Now....anyone have an antenna for an SCR-522? I have/had one but can't find
it.

------------------------------
Message-ID: <006001c32983$0e340290$7789dd40@ejzlt>
From: "Ed Zeranski" <ezeran@concentric.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 6V6s & hogwash
Date: Mon, 2 Jun 2003 20:48:53 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Subject: Re: 6V6s & hogwash


> > Anybody else remember an example from the era when the 6V6
> > was king of medium power systems?

I still have a dumpster dive audio amp, ARKAY A12, w/2 6V6s in PP I use as a
gen'l purpose shop audio amp. I think it is from the early "HiFi" era when
ARKAY was the cheapest junk in town.  Works tho'!  I bought some 600/8 ohm
xfmrs from ABEN back before his fire to use between the R390A and the
ARKAY..works...

EdZ

------------------------------
Message-ID: <000f01c32974$89b520c0$9e82d1d8@b1yhpg64>
From: =?iso-8859-1?Q?Andr=E9_Guibert?= <aguibert@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Tr: An Audiophile and His Money...
Date: Mon, 2 Jun 2003 22:04:58 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

No mention of UL approval

Andre

----- Original Message ----- 
From: <k4pf@juno.com>
To: Old Tube Radios <boatanchors@theporch.com>
Sent: Monday, June 02, 2003 9:24 PM
Subject: An Audiophile and His Money...


> 
> Check out the price on this item
> 
> http://www.partsexpress.com/pe/pshowdetl.cfm?&DID=7&Partnumber=110-439
> 
> 

------------------------------
Message-ID: <009d01c32986$eb494570$7789dd40@ejzlt>
From: "Ed Zeranski" <ezeran@concentric.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: An Audiophile and His Money...
Date: Mon, 2 Jun 2003 21:16:32 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


> > Check out the price on this item
> >
> > http://www.partsexpress.com/pe/pshowdetl.cfm?&DID=7&Partnumber=110-439


Darn! A 'C' note and a half for a duplex socket???? They used to say "If
you're so smart why aren't you rich?".....I guess now it is "If you are so
rich why aren't you smart???"

EdZ (with his ear plastered to a wall socket....just for the nuance.)

------------------------------
From: "Gary Harmon" <gharmon@idworld.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: "Dan HANK-KN6DI Arney" <hankarn@pacbell.net>
Subject: SX-88 Bezel
Date: Tue, 3 Jun 2003 06:12:20 -0500
Message-ID: <LKBBJFJHLNHAIBLNCHMEGEGMMCAA.gharmon@idworld.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

Another run of remanufactured bezels for the Hallicrafters' SX-88 receiver may
be accomplished if enough interest is manifest.  Firm orders are the key, not
just inquiries.  Hank says that a quantity of 10 will cost about $330 each and
20 will cost around $260 each.  They are machined out of an aluminum block and
then powder coated.  They look great!  If you are interested please email me or
Hank Arney at
hankarn@pacbell.net.

Bottom line:  If you have a SX-88 with a warped bezel there is no other
alternative.  Been there, done that!  :o)

================
Gary H. Harmon, Jr.
K5JWK
6302 Robin Forest
San Antonio, TX 78239
(210) 657-1549 <Home>
(210) 884-6926 <Sprint>
(210) 203-7000 <Pager>
====================

------------------------------
Date: Tue, 03 Jun 2003 07:33:58 -0400
From: chuck grandgent <chuck@k1om.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 6V6s & hogwash
MIME-Version: 1.0
Content-Type: text/plain; charset="iso-8859-1"
Content-Transfer-Encoding: 7bit
Message-Id: <200306030734296.SM00336@CHARLIEG>

I have both Hallicrafters Super SkyRider SX16, and also a couple
Fender tube guitar amps from the 70's,
I can personally attest to the quantity and quality of the sound the 
latter produces.
I'd just like to say that's quite a long lifetime for a part.
I guess when you get it right, you get it right...
   
  Chuck, K1OM

Ed Zeranski (ezeran@concentric.net) wrote:
> 
> Subject: Re: 6V6s & hogwash
> 
> 
> > > Anybody else remember an example from the era when the 6V6
> > > was king of medium power systems?
> 
> I still have a dumpster dive audio amp, ARKAY A12, w/2 6V6s in PP I use as a
> gen'l purpose shop audio amp. I think it is from the early "HiFi" era when
> ARKAY was the cheapest junk in town.  Works tho'!  I bought some 600/8 ohm
> xfmrs from ABEN back before his fire to use between the R390A and the
> ARKAY..works...
> 
> EdZ
> 
> 

------------------------------
Message-ID: <20030603131406.27267.qmail@mellon.com>
content-class: urn:content-classes:message
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: quoted-printable
Subject: WANTED: Manual Copies
Date: Tue, 3 Jun 2003 09:13:58 -0400
From: "Merz Donald S" <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>

Manual Photocopies Wanted for the following:

Hal DKB-2010 RTTY/Morse keyboard

Sierra (Philco) 126B Frequency-Selective Voltmeter

Military AN/USM-32A Frequency Meter

Any help appreciated.

73, Don Merz, N3RHT

------------------------------
Message-Id: <5.0.0.25.2.20030603112245.0386e920@mailserver.nist.gov>
Date: Tue, 03 Jun 2003 11:34:56 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Roy Morgan <roy.morgan@nist.gov>
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Anchorites,

The recent hamfest netted me two Bliley CF1 Crystal Filter units marked for 
465 KC.  What 30's and 40's receivers used this IF frequency?  Early HRO's 
maybe?

The Bliley publication entitled
"Frequency Control with Quartz Crystals
Engineering Bulletin E-6"*
shows an ad that says this:

"The Bliley CF1 Crystal Filter Unit, with its hitgh Q and freedom from 
spurious responses, assures maximum receiver selectivity and minimum signal 
loss.
   Price -- 456 kc., 465 kc.,  or 500 kc. IF,  $5.50
   Price -- 1600 kc. IF $9.50"


*  Get info about the Bliley family and company at:
http://www.bliley.net
and your online or PDF copy of Engineering Bulliten E-6 at:
<http://www.bliley.net/XTAL/Bulletin_E6_FR.html>

Roy


- Roy Morgan, K1LKY since 1959 - Keep 'em Glowing!
7130 Panorama Drive, Derwood MD 20855
Home: 301-330-8828 Work: Voice: 301-975-3254,  Fax: 301-948-6213
roy.morgan@nist.gov --
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Roy Morgan wrote:
> Anchorites,
> 
> The recent hamfest netted me two Bliley CF1 Crystal Filter units marked 
> for 465 KC.  What 30's and 40's receivers used this IF frequency?  Early 
> HRO's maybe?

Hi Roy,

Funny you should ask, I'm currently working on a Hammarlund 
Comet Pro.  I guess it's their fault.  They chose 465 for 
the original Comet in 1931 and stuck with it until the 
SP-400.  Hallicrafters, RME, and Howard also used 465. 
National used 500KC in the AGS and moved to 456 in the HRO.

I think there was an industry-wide agreement to go to 455 in 
the late thirties.  I remember seeing some mention of 
"clear-channel IF."  Is it possible the FCC cleared out 
marine usage of 455 to prevent interference to broadcast sets?

Al


-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm
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For Sale

Military RTTY monitor scope model OS-11/FCG-5. It was made by Waterman =
(of "Pocketscope" fame) for Teletype Corporation. It is a gray, 19 inch =
rackmount using about 5 inches of rack space. The CRT is a 3RP1 and the =
rest of the tubes are 12AU7, 12AX7 and 12AT7 types with the sole =
exception of the 2X2 HV rectifier. The unit looks very good or excellent =
and it all original including the bottom cover. I was able to get it to =
give a trace which looked normal. But I did not test it any further than =
that. It has vertical and horizontal amplifiers and a sweep circuit. The =
sweep seems to be working. Below the amplifiers are pin-jacks for =
inputting vertical and horizontal signals. I did not try these inputs =
and I am guessing that the amplifiers only do anything when these inputs =
are used. The only other connector is an SO-239 coax connector on the =
left rear chassis top next to the Teletype logo plate. I didn't try =
anything in that connector either. So it may not be perfect but it =
doesn't smoke and does have a trace. As-is. $109 OBO

Thanks for looking.
73, Don Merz, N3RHT


DISCLAIMER:
The information contained in this e-mail may be confidential and is =
intended solely for the use of the named addressee. Access, copying or =
re-use of the e-mail or any information contained therein by any other =
person is not authorized. If you are not the intended recipient please =
notify us immediately by returning the e-mail to the originator.
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